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TRAM™ Units

ROTATING BASE
The rotating base TRAM contains a 
standard TRAM unit with a rotary joint 
mounted on the base for added flexibility 
where the access point is to the side
of the walkway. 

FIXED BASE
The fixed base TRAM consists of a 
pivoting arm without a rail and is used 
in applications where movement along a 
specified path is not needed. A rotating 
arm can be added to provide greater 
access to the designated work area. 

ROTATING ARM
The standard and fixed base TRAM units 
can be fitted with a rotating arm. This 
consists of a rotary joint mounted midway 
on the TRAM arm. This allows the horizontal 
handhold to rotate 180 degrees which 
provides the operator with access to work 
areas requiring a greater radius. Suitable 
for 50 mm and 2.0 inch TRAM types.
 

STANDARD
The standard TRAM unit comes in left and 
right hand versions and is suitable where 
access to the work platform or walkway 
is at one end of the work area. Allows the 
worker to attach securely to the TRAM arm 
and move from one end of the system to 
the other via the rail. 

Standard TRAM-
right hand version, shown 
mounted on rail with harness 

Standard TRAM-
left hand version

45 degree position 
from side access

Vertical 
position 
from side 
access

Vertical position 
and turned for 
normal use

Vertical position 
and turned 
through a further 
90 degrees in the 
horizontal plane 
for an increased 
work radius

Horizontal position 45 degree position Vertical position

Arm in normal position Arm rotated  
to 90 degree 
position

Arm rotated to 180 
degree position
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Mobile TRAM™

A Mobile TRAM system incorporates a rail that allows the TRAM arm to 
travel from one end to the other on a work platform. The TRAM can be 
customized with a rotating base or extended arm to provide ultimate 
reach. The rail length is custom based on your application.

Model #		 Description
7301101		  Standard unit (LH)
7301102		  Standard unit (RH)
7301103		  Standard unit with extended arm (LH)
7301104		  Standard unit with extended arm (RH)
7301105		  Rotating base
7301106		  Rotating base with shortened arm
7301107		  Rotating arm
7301108		  Extended rotating arm

Mobile TRAM™



7

Fixed TRAM™

Fixed TRAM™

The fixed TRAM consists of a pivoting arm without a rail and is 
used in applications where movement along a specified path is not 
needed. A rotating arm can be added to provide greater access to the 
designated work area.

Model #		  Description
7301200		  Fixed base (LH)
7301201		  Fixed base (RH)
7301202		  Fixed base with rotating arm
7301203		  Fixed base with extended rotating arm
7301204		  Fixed base with extended arm (LH)
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ISO Container TRAM™

ISO Container TRAM is a height safety system specifically designed to 
protect those working on ISO containers. The system is comprised of 
a rail-mounted TRAM unit fixed to a transportation frame. The frame 
is lifted into place by a forklift and then locked into position at the ISO 
connections. It can be supplied with or without a ladder and walkway. 
The ISO Container TRAM is the only system in the world that protects 
the user while transferring from the ladder to the top of the tank.

ISO Container TRAM™
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ISO Container TRAM™ Features

Clip onto TRAM 
while climbing on 
the ladder.1 Safely transition 

to top of container.2 Move along top 
and conduct work.3

EASY AS:

Ladder retracting system

Lightweight rung ladder

Ladder lock-down mechanism

Non-slip walkway

Ladder in the
raised position

Ladder in the
lowered position

Structural
steel frame

Interlocking system, TRAM 
cannot be used unless frame 

is locked on to container

Flag to warn user if 
frame not locked on 
when transported

ISO Container TRAM™
Model#	 Description
7301001	 20’ (6.1 m) with walkway and ladder
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Accessories

End Stop Kit
Model#	 Description
7302065	 Includes: 
	 Bumper Bracket
	 Arm Rest, End Stop Bracket,
	 and 2 End Caps.

Aluminum Mounting Blocks
Model#	 Description
7302017	 Adjustable mount block
7302016	 Shell mount block

Mild Steel Mounting Blocks
Model#	 Description
7302010	 0 Deg. Combing mount blocks
7302011	 0 Deg. Combing mount blocks  
	 w/ ground strap
7302014	 Shell mount block

Stainless Steel Mounting Blocks
Model#	 Description
7302012	 0 Deg. Combing mount blocks
7302013	 0 Deg. Combing mount blocks  
	 w/ ground strap
7302015	 Shell mount block

Cleat Rail
Model#	 Description
7302040	 Cleat, rail, 7.7” x 3.9”  
	 (195 mm x 100 mm) 
	 stainless steel 
7302050	 Cleat, rail, 7.7” x 3.9”  
	 (195 mm x 100 mm) stainless 	
	 steel w/ ground strap

Ground Strap
Model#	 Description
7302070	 Ground strap

Rail Joint Splice	
Model#	 Description
7302080	 Rail joint splice

Accessories
Model#	 Description
7303020	 Cover-mobile TRAM
7303021	 Cover-fixed base TRAM 

Bumper Bracket Arm Rest Rail End
Cap

End Stop  
Bracket
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Harnesses And Lanyards

ExoFit™ TRAM™ Harnesses - OSHA/ANSI 
Compliant (USA)
Back D-Ring, side D-rings, attached adjustable 
positioning lanyards with snap hooks.

Model#	 Description
1102261	 ExoFit™, TRAM™ Harness (SM)
1102262	 ExoFit™, TRAM™ Harness (MED)
1102263	 ExoFit™, TRAM™ Harness (LG)
1102264	 ExoFit™, TRAM™ Harness (XL)

ExoFit™ Harnesses - CE Compliant
(Europe, Middle East, Africa)
Back D-Ring, side D-rings, attached adjustable 
positioning lanyards with snap hooks.

Model#	 Description
1102265	 ExoFit™ TRAM™ Harness (SM)
1102266	 ExoFit™ TRAM™ Harness (MED)
1102267	 ExoFit™ TRAM™ Harness (LG)
1102268	 ExoFit™ TRAM™ Harness (XL) 

Delta™ II Harnesses - OSHA/ANSI 
Compliant (USA)
Stand-up back D-ring, side D-rings with attached 
adjustable positioning lanyards with snap hooks.

Model#	 Description
1102245	 Delta™ II TRAM™ Harness, (Univ)
1102246	 Delta™ II TRAM™ Harness, (SM)
1102247	 Delta™ II TRAM™ Harness, (XL)

Delta™ II Harnesses - CE Compliant
(Europe, Middle East, Africa)
Stand-up back D-ring, side D-rings with attached 
adjustable positioning lanyards with snap hooks.

Model#	 Description
1102295	 Delta™ II TRAM™ Harness, (SM)
1102296	 Delta™ II TRAM™ Harness, (MED)
1102297	 Delta™ II TRAM™ Harness, (LG)	
1102298	 Delta™ II TRAM™ Harness, (XL)

TRAM™ Lanyard - OSHA/ANSI Compliant 
(USA)
Adjustable positioning lanyard with carabiner.

Model#	 Description
1231637	 TRAM™ Lanyard, 2ft (61cm)

TRAM™ Lanyard - CE Compliant
(Europe, Middle East, Africa)
Adjustable positioning lanyard with carabiner.

Model#	 Description
1231638	 TRAM™ Lanyard, 61cm (2ft)
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Confined Space  
Rescue Systems
•	Provide work support,  

fall protection and retrieval
•	High quality, rugged 

systems ensure top 
performance when it counts

•	Modular and lightweight 
designs for versatility and 
ease of use

Descent and  
Escape Systems
•	Gets you down from high 

places in a hurry safely
•	Lightweight and compact for 

fast and easy deployment
•	Performance built for 

ultimate reliability  
and control

i-Safe™ Intelligent 
Safety System
•	Save time and  

money with real-time 
information management

•	Easily record and access 
inspections, inventory and 
user information

•	RFID tag built-into most 
DBI-SALA brand fall 
protection equipment

For Absolute Confidence At Height,  
DBI-SALA Offers A Full-Line Of Fall Protection And Rescue Gear

Full Body Harnesses
•	Distributes forces 

throughout body
	 during a fall
•	Maximum comfort,  

freedom of movement
	 and ease of use
•	Exhaustive designs and 

configurations available
	 to suit any need

Shock Absorbing 
Lanyards
•	Limits fall arrest forces  

to under 900 lbs (408 kg) 
•	High strength construction
•	Many configurations and 

hook styles available for  
any application

Vertical Lifeline 
Systems
•	Mobile and 
	 static designs 
•	Specialized designs 
	 available for both  

rope and cable
•	Unique braking systems 

stop falls quickly and safely

Anchorage Devices
•	Superior 5,000 lb
	 (2268 kg) strength 
•	Lightweight designs
	 for ease of use 
•	Styles vary widely  

to attach to almost  
any structure

Self Retracting 
Lifelines
•	Extends and retracts 

automatically for added 
comfort and safety

•	Limits fall arrest forces  
to under 900 lbs (408 kg)

•	Extends safe work area, 
available in lengths from  
8’ to 175’ (2.4 m - 53 m)

Horizontal Lifeline 
Systems
•	Precision engineered 

to provide horizontal 
movement and protection

•	Wide range of styles 
available to suit any need

•	Uniquely designed  
to enhance safety  
and productivity

FlexiGuard™ Custom 
Access Solutions
•	Customized to fit your 

specific application
•	Provides versatility  

and safety
•	Highly engineered designs 

are rugged and durable

World-Class Training
•	Training on-site or at 3  

world-class training facilities
•	Real hands-on experience
•	Multiple training 
	 courses available

Industrial And 
Construction Net 
Systems
•	Save lives and reduce  

lost time
•	Economical compared to 

scaffolding, stay-in-place 
forms and planking

•	Reusable and capable of 
being moved to alternative 
job sites




